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Expansion Compensating Bearing - Double Sealed (Contact Rubber Seal)
Expansion Compensating Bearings
70 items

Select an NTN item number to open its detail page on www.catson.vn.

Item d D B Type Dynamic Static Grease Oil

EC1-6001JRXLLU-1-81 12,500 mm 28 mm 8 mm Double Sealed 5.650 N 2.390 N 18.000 RPM 30.000 RPM

EC-6000LLU 10 mm 26 mm 8 mm Double Sealed 5.050 N 1.960 N 21.000 RPM 34.000 RPM

EC-6000LLUACS25 10 mm 26 mm 8 mm Double Sealed 5.050 N 1.960 N 21.000 RPM 34.000 RPM

EC-6000LLUC3 10 mm 26 mm 8 mm Double Sealed 5.050 N 1.960 N 21.000 RPM 34.000 RPM

EC-6001LLU 12 mm 28 mm 8 mm Double Sealed 5.650 N 2.390 N 18.000 RPM 30.000 RPM

EC-6001LLUC3 12 mm 28 mm 8 mm Double Sealed 5.650 N 2.390 N 18.000 RPM 30.000 RPM

EC-6002LLU 15 mm 32 mm 9 mm Double Sealed 6.200 N 2.840 N 15.000 RPM 26.000 RPM

EC-6002LLUC3 15 mm 32 mm 9 mm Double Sealed 6.200 N 2.840 N 15.000 RPM 26.000 RPM

EC-6003LLU 17 mm 35 mm 10 mm Double Sealed 7.550 N 3.350 N 14.000 RPM 24.000 RPM

EC-6003LLUC3 17 mm 35 mm 10 mm Double Sealed 7.550 N 3.350 N 14.000 RPM 24.000 RPM

EC-6004LLU 20 mm 42 mm 12 mm Double Sealed 10.400 N 5.050 N 11.000 RPM 21.000 RPM

EC-6004LLUC3 20 mm 42 mm 12 mm Double Sealed 10.400 N 5.050 N 11.000 RPM 21.000 RPM

EC-6005LLU 25 mm 47 mm 12 mm Double Sealed 11.200 N 5.850 N 9.400 RPM 18.000 RPM

EC-6005LLUC3 25 mm 47 mm 12 mm Double Sealed 11.200 N 5.850 N 9.400 RPM 18.000 RPM

EC-6006LLU 30 mm 55 mm 13 mm Double Sealed 14.700 N 8.300 N 7.700 RPM 15.000 RPM

EC-6006LLUC3 30 mm 55 mm 13 mm Double Sealed 14.700 N 8.300 N 7.700 RPM 15.000 RPM

EC-6007LLU 35 mm 62 mm 14 mm Double Sealed 17.700 N 10.300 N 6.800 RPM 14.000 RPM
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Item d D B Type Dynamic Static Grease Oil

EC-6007LLUC3 35 mm 62 mm 14 mm Double Sealed 17.700 N 10.300 N 6.800 RPM 14.000 RPM

EC-6008LLU 40 mm 68 mm 15 mm Double Sealed 18.600 N 11.500 N 6.100 RPM 12.000 RPM

EC-6008LLUC3 40 mm 68 mm 15 mm Double Sealed 18.600 N 11.500 N 6.100 RPM 12.000 RPM

EC-6009LLU 45 mm 75 mm 16 mm Double Sealed 23.200 N 15.100 N 5.400 RPM 11.000 RPM

EC-6009LLUC3 45 mm 75 mm 16 mm Double Sealed 23.200 N 15.100 N 5.400 RPM 11.000 RPM

EC-6010LLU 50 mm 80 mm 16 mm Double Sealed 24.200 N 16.600 N 5.000 RPM 9.800 RPM

EC-6010LLUC3 50 mm 80 mm 16 mm Double Sealed 24.200 N 16.600 N 5.000 RPM 9.800 RPM

EC-6200LLU 10 mm 30 mm 9 mm Double Sealed 5.650 N 2.390 N 18.000 RPM 30.000 RPM

EC-6200LLUC3 10 mm 30 mm 9 mm Double Sealed 5.650 N 2.390 N 18.000 RPM 30.000 RPM

EC-6201LLU 12 mm 32 mm 10 mm Double Sealed 6.750 N 2.750 N 16.000 RPM 26.000 RPM

EC-6201LLUC3 12 mm 32 mm 10 mm Double Sealed 6.750 N 2.750 N 16.000 RPM 26.000 RPM

EC-6202LLU 15 mm 35 mm 11 mm Double Sealed 8.600 N 3.600 N 15.000 RPM 23.000 RPM

EC-6202LLUC3 15 mm 35 mm 11 mm Double Sealed 8.600 N 3.600 N 15.000 RPM 23.000 RPM

EC-6203LLU 17 mm 40 mm 12 mm Double Sealed 10.600 N 4.600 N 12.000 RPM 21.000 RPM

EC-6203LLUC3 17 mm 40 mm 12 mm Double Sealed 10.600 N 4.600 N 12.000 RPM 21.000 RPM

EC-6204LLU 20 mm 47 mm 14 mm Double Sealed 14.200 N 6.650 N 10.000 RPM 18.000 RPM

EC-6204LLUC3 20 mm 47 mm 14 mm Double Sealed 14.200 N 6.650 N 10.000 RPM 18.000 RPM

EC-6205LLU 25 mm 52 mm 15 mm Double Sealed 15.500 N 7.850 N 8.900 RPM 15.000 RPM

EC-6205LLUC3 25 mm 52 mm 15 mm Double Sealed 15.500 N 7.850 N 8.900 RPM 15.000 RPM

EC-6206LLU 30 mm 62 mm 16 mm Double Sealed 21.600 N 11.300 N 7.300 RPM 13.000 RPM

EC-6206LLUC3 30 mm 62 mm 16 mm Double Sealed 21.600 N 11.300 N 7.300 RPM 13.000 RPM

EC-6207LLU 35 mm 72 mm 17 mm Double Sealed 28.400 N 15.300 N 6.300 RPM 11.000 RPM

EC-6207LLUC3 35 mm 72 mm 17 mm Double Sealed 28.400 N 15.300 N 6.300 RPM 11.000 RPM

EC-6208LLU 40 mm 80 mm 18 mm Double Sealed 32.500 N 17.800 N 5.600 RPM 10.000 RPM

EC-6208LLUC3 40 mm 80 mm 18 mm Double Sealed 32.500 N 17.800 N 5.600 RPM 10.000 RPM

EC-6209LLU 45 mm 85 mm 19 mm Double Sealed 36.000 N 20.400 N 5.200 RPM 9.200 RPM

EC-6209LLUC3 45 mm 85 mm 19 mm Double Sealed 36.000 N 20.400 N 5.200 RPM 9.200 RPM
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Item d D B Type Dynamic Static Grease Oil

EC-6210LLU 50 mm 90 mm 20 mm Double Sealed 39.000 N 23.200 N 4.700 RPM 8.300 RPM

EC-6210LLUC3 50 mm 90 mm 20 mm Double Sealed 39.000 N 23.200 N 4.700 RPM 8.300 RPM

EC-6300LLU 10 mm 35 mm 11 mm Double Sealed 9.100 N 3.500 N 16.000 RPM 27.000 RPM

EC-6300LLUC3 10 mm 35 mm 11 mm Double Sealed 9.100 N 3.500 N 16.000 RPM 27.000 RPM

EC-6301LLU 12 mm 37 mm 12 mm Double Sealed 10.800 N 4.200 N 15.000 RPM 24.000 RPM

EC-6301LLUC3 12 mm 37 mm 12 mm Double Sealed 10.800 N 4.200 N 15.000 RPM 24.000 RPM

EC-6302LLU 15 mm 42 mm 13 mm Double Sealed 12.700 N 5.450 N 12.000 RPM 21.000 RPM

EC-6302LLUC3 15 mm 42 mm 13 mm Double Sealed 12.700 N 5.450 N 12.000 RPM 21.000 RPM

EC-6303LLU 17 mm 47 mm 14 mm Double Sealed 15.000 N 6.550 N 11.000 RPM 19.000 RPM

EC-6303LLUACS20 17 mm 47 mm 14 mm Double Sealed 15.000 N 6.550 N 11.000 RPM 19.000 RPM

EC-6303LLUC3 17 mm 47 mm 14 mm Double Sealed 15.000 N 6.550 N 11.000 RPM 19.000 RPM

EC-6304LLU 20 mm 52 mm 15 mm Double Sealed 17.600 N 7.900 N 10.000 RPM 17.000 RPM

EC-6304LLUC3 20 mm 52 mm 15 mm Double Sealed 17.600 N 7.900 N 10.000 RPM 17.000 RPM

EC-6305LLU 25 mm 62 mm 17 mm Double Sealed 23.500 N 10.900 N 8.100 RPM 14.000 RPM

EC-6305LLUC3 25 mm 62 mm 17 mm Double Sealed 23.500 N 10.900 N 8.100 RPM 14.000 RPM

EC-6305LLUCS28 25 mm 62 mm 17 mm Double Sealed 23.500 N 10.900 N 8.100 RPM 14.000 RPM

EC-6306LLU 30 mm 72 mm 19 mm Double Sealed 29.500 N 15.000 N 6.600 RPM 12.000 RPM

EC-6306LLUC3 30 mm 72 mm 19 mm Double Sealed 29.500 N 15.000 N 6.600 RPM 12.000 RPM

EC-6307LLU 35 mm 80 mm 21 mm Double Sealed 37.000 N 19.100 N 6.000 RPM 10.000 RPM

EC-6307LLUC3 35 mm 80 mm 21 mm Double Sealed 37.000 N 19.100 N 6.000 RPM 10.000 RPM

EC-6308LLU 40 mm 90 mm 23 mm Double Sealed 45.000 N 24.000 N 5.300 RPM 9.200 RPM

EC-6308LLUC3 40 mm 90 mm 23 mm Double Sealed 45.000 N 24.000 N 5.300 RPM 9.200 RPM

EC-6309LLU 45 mm 100 mm 25 mm Double Sealed 58.500 N 32.000 N 4.700 RPM 8.200 RPM

EC-6309LLUC3 45 mm 100 mm 25 mm Double Sealed 58.500 N 32.000 N 4.700 RPM 8.200 RPM

EC-6310LLU 50 mm 110 mm 27 mm Double Sealed 68.500 N 38.500 N 4.200 RPM 7.500 RPM

EC-6310LLUC3 50 mm 110 mm 27 mm Double Sealed 68.500 N 38.500 N 4.200 RPM 7.500 RPM
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