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2L A-HSE918UAD

Single Row High-Speed Angular Contact Ball
Bearings - HSE Ultage Type
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e Single Row High-Speed Angular Contact Ball
Bearings - HSE Ultage Type

90 mm 125 mm 18 mm

Puong kinh trong Duong kinh ngoai Do rong

Xem chi tiét: https://catson.vn/tra-cuu-vong-bi/ntn/2la-hse918uad/

Thong s6 ky thuat

Loai Angular Contact Ball

Bearing
Kiéu 16 Round
Vat liéu High Carbon Chrome Steel
Kiéu vong céch Machined
Vat liéu vong cach Phenolic Resin
Vat liéu bi Steel
T6c do gidi han — dau 18200 RPM
Téc d6 gidi han — m& 11600 RPM
Cau hinh One
Tai trong tinh 25400 N
Tai trong déng 29200 N
Kiéu che kin Open
Khoang nhiét dé lam viéc -40 to 120 °C
d — dudng kinh trong 90.000 mm
D - dudng kinh ngoai 125.000 mm
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B - do rong 18.000 mm
d1 101.800 mm
d2 99.900 mm
D1 113.200 mm
D2 117.300 mm
r — ban kinh géc luon 1.100 mm
r1 0.600 mm
Contact Angle 25°
a 34.200 mm
da nhd nhat 97.000 mm
db min 94.500 mm
Da I6n nhat 118.000 mm
Db max 120.500 mm
ras I6n nhat 1.000 mm
rlas max 0.600 mm
Double Row Width 36.000 mm
Triple Row Width 54.000 mm
Quadruple Row Width 72.000 mm
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