Puong kinh trong

CAT SON TRADING Co., Ltd

infos@catson.com.vn
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90 mm

Duong kinh ngoai

Xem chi tiét: https://catson.vn/tra-cuu-vong-bi/ntn/368a-362/

MA SAN PHAM

368A-362

Tapered Roller Set - Inch Series and J Series

Tapered Roller Set - Inch Series and J Series

50,800 mm

Do rong

Thong s6 ky thuat

Loai Tapered Roller Bearing
Kiéu 16 Round
Vat liéu Case Carburized Steel
Toc dé gidi han — m& 4100 RPM
Style Cone & Cup
Precision Rating Not Available
Cone Number 368A
Cup Number 362
Cau hinh One
Lubrication w/o Oil Hole
e (Axial Load Factor) 0.32
Y2 (Axial Load Factor) 1.88
YO0 (Axial Load Factor) 1.03
Tai trong tinh 103000 N
Tai trong déng 84000 N
Kiéu che kin Open
Weight 0.520 kg
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Khodang nhiét d6 lam viéc -40to 120 °C

Thong s6 kich thudc

B - dérong 50.800 mm
D — dudng kinh ngoai 90.000 mm
Wo 15.875 mm
Wi 22.225 mm
w 20.000 mm
r — ban kinh géc luon 2.000 mm
R 3.5mm
a (Effective Load Center) -4.300 mm
v 62.0 mm
v 56.0 mm
X 84.0 mm
z 81.0 mm
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