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100 mm 215 mm

Puong kinh trong Puong kinh ngoai

Xem chi tiét: https://catson.vn/tra-cuu-vong-bi/ntn/7mc3-nu320egrbc3/

MA SAN PHAM

/MC3-
NU320EGRBC3

Ceramic Coated Cylindrical Roller Bearing

Megaohm Cylindrical Roller Bearings

47 mm

Do rong

Thong s6 ky thuat

Loai Cylindrical Roller Bearing
Ki€u 16 Round
Vat liéu Hardened Alloy Steel

Vat liéu vong cach

High Strength Machined
Brass Rivetless w/ square

holes
Toc d6 gidi han - dau 3500 RPM
Toc d6 gidi han — m& 2900 RPM

Ring Separation

Separable Inner Ring

Ring Shoulders 2 Outer Ring
Céap chinh xac ISO Class 0
Cau hinh One
Tolerance ISO Class 0 (RBEC 1)
Oil Hole w/o Oil Hole
Clearance c3
Tai trong tinh 425000 N
Tai trong dong 380000 N
Kiéu che kin Open
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Weight 8.030 kg

Khodng nhiét d6 lam viéc -40to 120 °C
d — dudng kinh trong 100.000 mm
D — dudng kinh ngoai 215.000 mm
B - dd réng 47.000 mm
Fw 127.500 mm
r — ban kinh géc luon 2.500 mm
da nho nhat 113.000 mm
Da I6n nhat 202.000 mm
rlas max 2.500 mm
LIEN HE

Email: infos@catson.com.vn

Website: www.catson.vn
Dién thoai: +84 28 3820 8888
Fax: +84 28 3826 8888
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