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Duong kinh ngoai

Xem chi tiét: https://catson.vn/tra-cuu-vong-bi/ntn/cm-ucp205d1/

MA SAN PHAM

CM-UCP205D1

Pillow Block Unit, Set Screw, Cast Dust Cover,

Closed End, UCP Type

Pillow Block Unit, Set Screw, Cast Dust Cover, Closed

End, UCP Type

34,1700 mm

Do rong

Thong s6 ky thuat

Loai Pillow Block Unit
Bearing Type Ball Bearing
Locking Device Set Screw
Seal Type Contact
Seal Material Nitrile Rubber
Bearing Number UC205D1
Housing Number CM-P205D1
Housing Construction 1 Piece

End Type One Open, One Closed
Performance Light Duty
Tai trong déng 14000 N
Tai trong tinh 7850 N
Rotational Speed [Max] 5900 RPM
Weight 1.090 kg
Khoang nhiét dé lam viéc -40to 120 °C
Lubrication Outer Ring
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d — dudng kinh trong 25.000 mm
J 105.0 mm
L 140.0 mm
A 38.0 mm
A5 70.000 mm
H 36.5 mm
H1 15.0 mm
H3 76.0 mm
L1 42.0 mm
N 13.0 mm
N1 16.0 mm
B - do réng 34.100 mm
S 14.300 mm
F 4.500 mm

Vat liéu bi Through Hardened
Outside Diameter 52.000 mm
Kiéu 16 Cylindrical
Clearance CN

Vat liéu vong cach

Pressed Steel

Precision Rating ISO Class 0
Radial Dynamic Load Rating 14000 N
Rotational Speed [Max]-Grease 5900 RPM
Lubrication Outer Ring
Outside Ring Width 17.000 mm
Inside Ring Width 34.100 mm
Radial Static Load Rating 7850 N

LIEN HE

Email: infos@catson.com.vn
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Website: www.catson.vn
bién thoai: +84 28 3820 8888
Fax: +84 28 3826 8888
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