CAT SON TRADING Co., Ltd

infos@catson.com.vn

CAT SON TRADING C4., ITD.

ITEM NUMBER

LUB-RDYKT125-
ACFHD

Gas Driven Single Point Lubricator - Food Grade
Heavy Duty Grease 1/4 in Connection Thread
Size 125 cc / 4.23 fl 0z Grease Capacity

@58 mm/ 228"

N7 mm 1 461"

@54mm /213"

READY BOOSTER 60 READY BOOSTER 125

Ready Complete Unit

Bore Outside diameter Width

View details: https://catson.vn/tra-cuu-vong-bi/ntn/lub-rdykt125-acfhd/?lang=en

Technical Specifications

Unit Type Gas Driven Single Point
Lubricator

Grease Capacity (Volume) 125cc/4.23floz
Grease Name Food Grade Heavy Duty
Grease

Grease Color White
Lubricator Type Gas Driven
Connection Thread Size 1/4in
Emptying Time (Nominal) Adjustable 1-12 months
Packaging 1X1 retail box
Maximum Hose Line Length 6 ft
NSF H1 certified High performance food

safe NSF H1 registered

Operating Temperature Range -4 to 140 °F
Pressure P 5 bar
Weight 0.215 kg

Dimensional Specifications

Dimension W 58 mm
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Dimension L

Dimension W x L

117 mm

58 x117 mm

CONTACT

Email: infos@catson.com.vn
Website: www.catson.vn
Phone: +84 28 3820 8888
Fax: +84 28 3826 8888
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