CAT SON TRADING Co., Ltd

infos@catson.com.vn

MA SAN PHAM

LUB-RDYKT60-
PGUHT-B

Gas Driven Single Point Lubricator - Ultra High
Temperature Grease 1/4 in Connection Thread
Size 60 cc / 2.03 fl oz Grease Capacity

@58 mm/ 228"

N7 mm 1 461"

@54 mmi 213

READY BOOSTER 60 READY BOOSTER 125

Ready Complete Unit

Puong kinh trong Duong kinh ngoai Do rong

Xem chi tiét: https://catson.vn/tra-cuu-vong-bi/ntn/lub-rdykt60-pguht-b/

Thong s6 ky thuat

Unit Type

Gas Driven Single Point
Lubricator

Grease Capacity (Volume)

60 cc/2.03floz

Grease Name

Ultra High Temperature

Grease
Grease Color Beige
Lubricator Type Gas Driven
Connection Thread Size 1/4in

Emptying Time (Nominal)

Adjustable 1-12 months

Packaging Bulk packaging of 10 pcs
Maximum Hose Line Length 6 ft
Khoang nhiét dé lam viéc -4 to 140 °F
Pressure P 5 bar
Weight 0.145kg

Thong s6 kich thudc

Dimension W

58 mm

Dimension L

86.5mm
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Dimension W x L

58 x 86.5 mm

LIEN HE
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