
CAT SON TRADING Co., Ltd
infos@catson.com.vn

ITEM NUMBER

MU5214TL
Cylindrical Roller Bearing - Non-Separable, Inner 
Ring w/ Two Ribs, Outer Ring w/ Two Retaining 
Rings

Single Row Cylindrical Roller Bearings - Non-
Separable Type

d

—
Bore

D

125 mm
Outside diameter

B

70 mm
Width

View details: https://catson.vn/tra-cuu-vong-bi/ntn/mu5214tl/?lang=en

Technical Specifications

Type Cylindrical Roller Bearing

Bore Type Round

Material Hardened Alloy Steel

Cage Material Composite Steel

Configuration One

Tolerance ISO Class 0 (RBEC 1)

Oil Hole w/o Oil Hole

Radial Internal Clearance CN

Static Load Rating 270000 N

Dynamic Load Rating 188000 N

Enclosure Open

Operating Temperature Range -40 to 120 ºC

Dimensional Specifications

B 70.000 mm

D 125.000 mm

W 39.688 mm
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C 111.530 mm

F 89.610 mm

R 2.540 mm

U (Plain Rings) 81.800 mm

V (Rib Rings) 84.600 mm

X (Plain Rings) 115.600 mm

Z (Rib Rings) 111.500 mm

r 1.520 mm
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