CAT SON TRADING Co., Ltd

infos@catson.com.vn

MA SAN PHAM

N1030HSK

Cylindrical Roller Bearing w/ Tapered Bore -
Inner Ring w/ Two Ribs, Plain Outer Ring

ISO Series Single Row Cylindrical Roller Bearings

150 mm 225 mm 35 mm

Puong kinh trong Duong kinh ngoai Do rong

Xem chi tiét: https://catson.vn/tra-cuu-vong-bi/ntn/n1030hsk/

Thong so ky thuat

Loai Cylindrical Roller Bearing
Kiéu 16 Tapered
Vat liéu Hardened Alloy Steel
Vat liéu vong cach High Strength, Machined

Brass
Téc d6 gidi han — dau 7300 RPM
Téc d6 gidi han — m& 4700.0 RPM
Taper 1:12
Bearing Design Tapered Bore
Cap chinh xac ISO Class 0
Cau hinh One
Oil Hole w/o Oil Hole
Khe hd trong hudng kinh CN
Tai trong tinh 273000 N
Tai trong déng 185000 N
Kiéu che kin Open
Khoang nhiét dé lam viéc -40 to 120 °C
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Thong so kich thudc

d — dudng kinh trong 150.000 mm
D — dudng kinh ngoai 225.000 mm
B - d6 réng 35.000 mm
Ew 206.000 mm
r — ban kinh géc luon 2.100 mm
da nho nhat 161.000 mm
db min 208.000 mm
Db max 214.000 mm
Db min 208.000 mm
rlas max 1.500 mm
LIEN HE
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