CAT SON TRADING Co., Ltd

infos@catson.com.vn

MA SAN PHAM

NA4905LL

Machined-Ring Needle Roller Bearing w/ Inner

$D
Ring - NA49 Series, Double Sealed
' Machined-Ring Needle Roller Bearings w/ Inner Ring
25 mm 42 mm 18 mm
Puong kinh trong Puong kinh ngoai Do rong

Xem chi tiét: https:/catson.vn/tra-cuu-vong-bi/ntn/na4905ll/

Thong so ky thuat

Loai Needle Roller Bearing
Kiéu 16 Round
Vat liéu High Carbon Chrome Steel
Vat liéu vong cach Steel
Téc do gidi han — m& 6500 RPM
Cap chinh xac ISO Class 0
Cau hinh One
Kiéu che kin Double Sealed
Bearing Design w/ Inner Ring
Oil Hole w/ Oil Hole
Khe hd trong hudng kinh CN
Tai trong tinh 22600 N
Tai trong déng 16000 N
Weight 0.090 kg
Khoang nhiét dé lam viéc -40to 120 °C
d — dudng kinh trong 25.000 mm
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D — duong kinh ngoai

42.000 mm

F 30.000 mm
C 17.000 mm
B - dorong 18.000 mm
r — ban kinh géc luon 0.300 mm
S 0.800 mm
da nhd nhat 27.000 mm
Da Ién nhat 33.000 mm
ras I6n nhat 0.300 mm
LIEN HE
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