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Puong kinh trong

CAT SON TRADING Co., Ltd

infos@catson.com.vn

Duong kinh ngoai

Xem chi tiét: https://catson.vn/tra-cuu-vong-bi/ntn/ucpx12d1/

MA SAN PHAM

UCPX12D1

Pillow Block Unit, Cast Housing, Set Screw,
UCP/UCPX Type

Pillow Block Unit, Cast Housing, Set Screw, UCP/
UCPX Type

65,100 mm

Do rong

Thong s6 ky thuat

Loai Pillow Block Unit
Bearing Type Ball Bearing
Locking Device Set Screw
Seal Type Contact
Seal Material Nitrile Rubber
Bearing Number UCX12D1
Housing Number PX12D1
Housing Material Cast Iron
Housing Construction 1 Piece
Performance Medium Duty
End Type Open
Tai trong déng 57500 N
Tai trong tinh 40000 N
Weight 6.920 kg
Khoang nhiét dé lam viéc -40to 120 °C
Lubrication Outer Ring
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Thong so kich thudc

d — dudng kinh trong 60.000 mm
J 203.0 mm
L 286.0 mm
A 83.0 mm
H 76.2 mm
H1 33.0 mm
H2 151.0 mm
L1 80.0 mm
N 25.0 mm
N1 28.0 mm
B - d6 réng 65.100 mm
S 25.400 mm
F 8.700 mm

Lubrication Outer Ring
Vat liéu bi Through Hardened
Outside Diameter 120.000 mm
Kiéu 16 Cylindrical
Outside Ring Width 32.000 mm
Inside Ring Width 65.100 mm
Clearance CN

Vat liéu vong cach

Pressed Steel

Precision Rating ISO Class 0
Radial Dynamic Load Rating 57500 N
Radial Static Load Rating 40000 N
Rotational Speed [Max]-Grease 1846 RPM

LIEN HE
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